
 

 

DryAway Installation Instructions 

Opening the Boxes –  

 

Each box contains; 

✓ 2 frames (8 parts – 2 tops w/ logos, 2 bottoms, 2 sides w/ holes and 2 sides w/slots) 

✓ 2 sliders with hooks attached 

✓ 6 - ¾” #6-flat head wood screws 

✓ 8 - M6x20mm flat head machine screws (nut already inserted in frame) 

✓ 12 rods 

✓ 12 red caps (use as a plug in the slots above the rods to hold them in place, not shown) 

One of the boxes also contains the mounting hardware located in the middle on top when you open the 

box.  Set these to the side near your cabinet. 

✓ 2 Ceiling mount hook brackets 

✓ 6 - 1-1/4” #8-flat head wood screw 

✓ 1 – Template for drilling the pilot holes for the mounting brackets (not pictured and replaces the 

wood spacer block pictured) 



 

Tool List 

✓ Moving blanket/carpeted area for assembly 

✓ Ladder (small two step) 

✓ Tape measure 

✓ Pencil 

✓ Masking tape 

✓ Drill 

✓ 3/32” drill bit 

✓ #2 Philips bit 

✓ #2 Philips screw driver 

For Assistance with installation call DryAway at 1-855-379-2929 

Mounting Bracket Installation 

Step 1 – Measure the back wall to find the center line for DryAway.  Put a piece of tape on the back wall 

just below the ceiling in line with the center line. 

2 – Measure 26” from the back wall and put a piece of tape to mark the center line of the mounting 

surface.  

3 – Put two pieces of tape on both ends of the mounting template where it says “tape =>”.   

4 – Attach the template to the mounting surface starting with the back.  Line up the center lines.   

5 – Slide your hand on the template forward to remove slack and attach the front of the template 

matching the center line tape. 

6 – With a 3/32” drill bit, drill a pilot hole 3/8” to 1/2” deep where indicated at the back and front of the 

mounting surface. 



7 – Remove the template. These are for the middle holes on each of the mounting hook brackets. 

8 - **** It is important to only attach the mounting hardware to a solid ¾” surface to support 

DryAway **** 

9 – Determine which side of DryAway you will load and unload cloth from.  This is the front side with the 

logo at the top.  Note that the frames will have the sliders attached to the other side. 

10 – Position the Mounting Hook Brackets so that the large openings in the brackets are on the same 

side as the sliders will be.  (i.e. If you will load clothes on the right side then the sliders and the openings 

in the Mounting Hook Brackets will be on the left side) 

11 – Attach the back-Mounting Hook Bracket with the provided 1-1/4” #8 flat head wood screw.  (If 

there is a layer of drywall between the brackets and the solid ¾” panel than use 2”- #8 flat head wood 

screws to make up the difference).  Line up the center hole with the pilot hole and drill the screw in 

semi-tight. 

12 – Position the Bracket so that it is parallel to the back wall and tighten the center screw to hold the 

bracket in place. 

13 – Drill pilot holes in the other two holes of the back-Mounting Hook Bracket and screw the mounting 

screws in tight. 

14 – Repeat the process with the front-Mounting Hook Bracket.  Only after attaching with the middle 

screw, take two of the sliders (with the hooks squared up and the inner members removed) and insert 

them into the outside hooks (one left and one right).  Wiggle them front to back and find the even 

position for the bracket and tighten the middle screw of the front-Mounting Hook Bracket.  Finish off 

the other two screws with the same predrilling process. 

15 – ****Remove one of the sliders from the hooks to minimize the chance of it falling and injuring 

you or damaging the floor. **** 

16 – Build out a frame by laying out the 4 pieces on a moving blanket or carpet.  The side members have 

a longer space at one end which is the top.  Screw the 4 corners of the frame with a cordless drill or 

screw driver.  Tighten the screws down with a #2 Screw driver. 

17 – Flip the frame over and attach the inner member of the slider to the top of the frame starting with 

the center screw.  Determine which direction the member should face.  Be careful not to tighten too 

hard so that the screw sheers off.  If the screw should sheer off, you have extras.  With a 3/32” bit 

predrill a hole ½” deep using one of the other openings near the sheered screw.  Bamboo is hard and 

predrilling the proper depth is important. 

18 – Install the frame onto the slider by holding the frame with one hand in the middle of the top 

section and the other hand holding the slider vertical with the roller bearing at the receiving end.  

Repeat until complete. 

19 – Add rods to the frames.  Normal adult clothes will allow 5 articles per frame, three holes between 

rods (6 rods allow for smaller items).  Enjoy!!! 

 



 

 

 



 



 

 

Frame Assembly- 

On a soft surface (carpet or blanket) lay out the four frame sections.  With the top section to the right 

side with the logo facing up, put the slotted-side member at the bottom, the hole-side member to the 

top and finally the bottom to the left.  The bottom member may (not always) have a number on the 

inside of the joint to match up with a number on a side member joint to align properly. The slotted and 

hole side members have one end with a larger gap from the ends, this is the top which goes toward the 



right.  It will become apparent as to where the rods will fit to provide the right assembly.  Screw the four 

M6x20mm flat head machine screws into the four corners of the frame starting with the bottom of the 

frame (left side) using a cordless drill with a #2 Philips bit.  Finish tightening the screws by hand with the 

#2 Philips screw driver.  Repeat for the top two corners. 

 

 

 

 

 

 



 

 

 



Attach the Sliders- 

Each slider has two hooks attached to one side of the slider.  The hooks can also face the other side of 

the slider if you want the slider on the other side of the frame.  The hooks have been setup with your 

specific layout in mind.  While using DryAway the best side to load and unload from is the side with the 

logo.  This orientates the slots so that the rods don’t fall out when pulling clothes off the frame. 

Turn over the assembled frame.  Lay out the slider with the hooks facing up and the inner member of 

the slider lined up with the 3 holes on the top frame member.  Remove the inner member from the 

slider by pushing the black release and pulling the member from the slider.  Match holes to holes.  Using 

the cordless drill, screw in the three ¾” #6-flat head wood screws starting with the center hole.  Then 

finish the other two.  Careful not to screw to fast that it strips the head off the screw.  If this occurs, 

predrill another hole in to one of the slotted openings nearby and try again with an extra screw.  

Bamboo is very hard, so make sure you predrill as deep as the screw will be driven. 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

Add the Frames- 

After the mounting brackets are installed slide the frames onto their respective sliders.  Add one slider 

at a time as you add the frames.  This will minimize the potential for a slider to fall off the brackets 

before they are attached to the frame.  Grab the frame by the middle of the top section with one hand 

while holding the slider in position to then slide the frame into the slider middle member.  Make sure 

the roller bearing track is at the receiving end of the slider.  Push the frame entirely in until it hits the 

back wall.  Slide it in and out a few times to make sure it moves freely.  After all the frames have been 

installed, than add the cloths rods and you are ready to use. 

Congratulations!  Enjoy your clutter free laundry room with your new DryAway. 

        (Red Caps for holding the rods in place) 
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